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NOTES:

1. CAP SHOULD BE MARKED WITH CROSS ON WHICH LOCATION CORRESPONDS WITH RECORD OF SURVEY FILED WITH

THE COUNTY.

2. CONCRETE BASE FOR THE SURVEY MONUMENT SHOULD BE INDEPENDENT OF CONCRETE COLLAR OF LID TO MINIMIZE

VIBRATIONS TO MONUMENT.

3. CONCRETE BASE SHOULD BE INSTALLED USING PEA GRAVEL OR SEWER ROCK.

4. CONCRETE COLLAR TO HAVE TWO #4 BAR CONTINUOUS AROUND COLLAR WITH 12" OVERLAP.

5. CONCRETE COLLAR SHOULD BE 1/4" LOWER THAN SURROUNDING PAVEMENT.

6. LOCATE AT CENTERLINE OF INTERSECTIONS AND CUL-DE-SACS
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D & L SUPPLY # K-6313 OR APPROVED EQUAL

1'-0"

8
"

(3) #4 REBAR 15" LONG

BRASS MONUMENT

PEA GRAVEL OR SEWER ROCK

CONCRETE COLLAR WITH MINIMUM 3LB/CY

FORTA FERRO SYNTHETIC FIBER 2.25" LONG.

ASPHALT COLLARS ARE PROHIBITED

1/4" - 3/8"

SURVEY MONUMENTS
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